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OLD TRAILS DEMOLITION
P.O. BOX 3847

KINGMAN,AZ 86402
(928) 753-2957

FAX (928) 753-5533

November 2, 2015

City of Kingman
310 N. 4th Street
Kingman, AZ 86401

Dear Jim McErlean:

Upon your request, on October 19th, Old Trails performed a thorough inspection of
suspect ACM’s for areas where renovation or demolition is to be performed.
Please see attached report for the results.

Should you have any questions on the findings or recommendations of this report,
feel free to contact Rob Lackey, Certified AHERA Building Inspector at Old Trails
Demolitions at (928) 753-2957.

Sincerely,

Rob Lackey
AHERA Building Inspector #G2614
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Scope of Work

Old Trails was hired to perform an asbestos inspection for City of Kingman at
429 Kier Street, Kingman, AZ. We performed inspection and bulk sampling
on October 19th, 2015 per information provided by Jim McErlean.

The purpose of asbestos inspection was to ascertain the presence of asbestos
or to prove materials being disturbed in project are negative for asbestos prior
to renovation or demolition. If any suspect material is found that was not
listed, please contact us for further testing.

II. Building Description

The property tested is a single story residential house and a shed.

III. Inspection Methods

A total of thirteen (13) bulk samples were collected in various areas of the
burned mobile home and single story residental house. A identification
number was used for each sample. A total of 13 samples were analyzed
(including all layers), results are reported and can be found attached in
Appendix A.

IV. Laboratory Analytical Method

The bulk samples were submitted to LA Testing, to be analyzed for asbestos
content by Polarized Light Microscopy using the EPA method 600/R-93/116.
LA Testing is accredited under the NIST/NVLAP program for asbestos in
bulk material.

To ensure valid and reliable results and to monitor samples during collection,
shipment, testing and subsequent disposal phase of potentially asbestos
containing materials, Old Trails, has established a quality assurance program
for the collection and submittal of bulk samples. This program consists of:

- Creation of chain of custody form to keep track of the samples always by
assigning responsibility for each phase of the data collection and
analysis process to a specific person.
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- Use of EPA-accredited laboratories that participate in the National
Voluntary Laboratory Accreditation Program (NVLAP) sponsored by to
National Institute of Standards and Technology for asbestos testing.

V. Results of Investigation

In accordance with the Environmental Protection Agency (EPA), any
construction material containing more than one percent asbestos by weight is
considered an Asbestos Containing Material (ACM). In addition, according to
policies developed for schools, by the EPA, a homogenous material is
considered to contain asbestos, when asbestos is detected in one or more
samples of the subject material.

Table 1 - summarizes the homogenous areas inspected and sampled and presents the
laboratory results.

Table 2 - summarizes the asbestos containing material

Notes from inspector:

In conclusion, two samples came back positive for asbestos which were for the
Patch - Silver Around Chimney.

3-1 through 3-2 - Patch-Silver Around Chimney- 10%. All Patch-Silver Around
Chimney should be considered Category 1. Use OSHA and ADEQ guidelines.

Sincerel ,

Rob Lack y
AHERA Building Inspector
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APPENDIX A
LABORATORY ANALYTICAL REPORT

&
CHAIN OF CUSTODY
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LA Testrng
IA 82 West Sierra Madre Boulevard, Sierra Madre, CA 91 024

Phone/Fax: 626-3554711 1(626)355-4497

TFSTWG www.LATesçj

LA Tesbng Order: 451500577

CustomerlD: OTRL42

CustomerPO

ProjectiD:

Attn: Rob Lackey Pllone: (928) 753-2957

Old Trails Fax.

Received: 10/21/15 12:00 PM
301 S. 4th Street

Analysis Date: 10/24/2015
Kingman, AZ 86401 Collected:

Project: 429 Kior Street

Test Report: Asbestos Analysis of Bulk Materials via EPA 600IR-93/1 16 Method using

Polarized Light Microscopy

Non-Asbestos Asbestos

0

SapIe Descr!p Ajpearance % Fibrous O Non-Fibrous ,oTyp

1-i Rolled Roofing Brown/Black 20% Cellulose 80% Non-fibrous (other) None Detected

Non-Fibrous
451500577-0001

Homoaeneous

1-2 Rolled Roofing Brown/Black 20% Cellulose 80% Non-fibrous (other) None Detected

Non-Fibrous
45 1500577-0002

Homogeneous

1-3 Rolled Roofing Brown/Black 20% Cellulose 80% Non-fibrous (other) None Detected

Non-Fibrous
451500577-0003

Homogeneous

2-1 Rubber Roofing- Black 10% Synthetic 90% Non--fibrous (other) None Detected

Over Rolled Non-Fibrous
45 1500577-0004 Roofing Homogeneous

2-2 Rubber Roofing- Black 10% Synthetic 90% Non-fibrous (other) None Detected

Over Roiled Non-FIbrous
45 15(10577-0005 Roofing Homogeneous

3-1 Patch-Silver- Gray/Black 90% Non-fIbrous (other) 10% Chrysotile

Around Chimney Non-Fibrous
45I5Q0577-000E

Homogeneous

3-2 Patch-Silver- Gray/Black 90% Non-fibrous (other) 10% Chrysotile

Around Chimney Non-Fibrous
45t5QQ577QQQ7

Homogeneous

4-1 Drywall-Room by White 10% Cellulose 75% Non-fibrous (other) None Detected

Back Door Non-Fibrous 10% Glass 5% \/ermiculite
45 1500577-000(1

Homogeneous

yst(s)

Roger CastlIas (13) Arturo Casas Laboratory Manager
or other approved signatory

EMSL. mainlains liability limited to cool of analysis. This report rubles only 10 the sumples reported and may aol be repruced, except in full, without written approval by CMSL. EMSL bears no
rasponsibifily for sample collection aclivities or analylical method linstations Inierpretotion and urte of lest results are the responsibility of the client. this report must not be used by the clienl to claim
product certification uppimvol, or endorsement by NVLAP, NIST or any agency of the federal government. Non-friable organically bound materials presenf a problem mains and therefore EMSL
recommends gravmelnc reduction prior to analysis. Samples received in good condition unless otherwise noled. Estimated accuracy precision end uncertainty data available upon request. Unless
requested by the client, building mafenials manufactured with multiple layers (i.e. linoleum. watlboard. etc.) are reported usa single sample. Reporing limit is 1%

Samples analyzed bt’ LA Tnsting Sierra Macire. cA NVLAP Lab Code 102116-I). CA CLAP 1269

Initial report fron’ 10/26/2015 07:00:22

Test Reoort PLM-7,28.9 Printed: 10/26/2015 7:00:22 AM



LA Testing
I 82 West Sierra Madre Boulevard, Sierra Madre, CA 91024

PhonelFax: 626-355-471 1/(626) 355-4497

rrcL5iir2i&Jir Co sn&aLo5,viboorn

LA Testing Order: 451500577

CustomeriD: OTRL42

CustomerPO:

ProjectlD:

-----

Attn: Rob Lackey Phone: (928) 753-2957

Old Trails Fax:

301 S. 4th Street Received: 10121/15 2.D0 PM

Kingman, AZ 86401
Anas Date: 10/24/2015

LProjecL429Kierstreet

Test Report: Asbestos Analysis of Bulk Materials via EPA 600/R-93!116 Method using
Polarized Light Microscopy

tos

Sample Description Appearance % Fibrous % Non-Fibrous %Type

4-2 Drall-Kitchen White 10% Cellulose 75% Non-fibrous (other) None Detected

451500577-0009
Non-Fibrous 10% Glass 5% \Jermtculjte
Homogeneous

4-3 Drall-Living White 10% Cellulose 90% Non-fibrous (other) None Detected

451500577-00 10
Room Non-Fibrous

Homogerteous

5-1 Linoleum-Bathroom Tan/LIe/ge 100% Non-fibrous (other) None Detected

451500577-0011
Non-Fibrous
Homogeneous

5-2 Linoleum-Bathroom Beige 100% Non-fibrous (other) None Detected

451500577-0012
Non-FIbrous
Homogeneous

5-3 Linoleum-Bathroom Tan/Beige 100% Non-fibroLls (other) None Detected

4515005770013
Non-Ftbrous
Homogeneous

Analyst(s)

Roger Cast/las (13) Arturo Casas Laboratory Manager
or other approved signatory

(__________ —----—--—

EMSL. maintains liability limited to cost of analysis. This report relates Only to the samples reported and may not be reproduced, except in full. withoul wrillen approval by EMSL. EMSL bears no
responsibility for sample colleclion activities or analytical method limitations, Interpretation and use of test results am the responsibility of the mlienl. This report must nsf be used by the client to claim
product certification, approval, or endorsement by NVLAP. NIST or any agency of lire tederal government. Non-friable organically bound mnetenals present a problem matrix and therefore EMSL
recommends gravmmettrc reduction prior to analysis. Samples received in good condition unless otherwise noted. Esfinreled accuracy precision and encerlainly dats available upon request. unless
requested by the client, building materials manufactured v,ilh multiple layers (i.e. linoleum, wallboard, elc.( are reported ax a single sample. Rr”por3ng limit is 1%
Samples analyzed by LA Testing Sierra Madre CA NVLAP Lab Code 102116-0. CA ELAP 1269

Initial report from 10/26/2015 07:00:22

Test Renort PLM-7.28.9 PrinteC.’ 10/26/2015 7:00:22 AM 2THIS IS THE LAST PAGE OF THE REPORT.
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OrderiD: 451500577

OLDTRAILS 451500577

SAMPLE LOG - 429 KIER STREET

Collection: October 19,2015

Collected by: Rob Lackey

1-i = Rolled Roofing
1-2= Roiled Roofing
1-3 = Rolled Roofing

2-1 = Rubber Roofing - Over Rolled Roofing
2-2 = Rubber Roofing - Over Roiled Rooting

3-1 = Patch - Silver - Around Chimney
3-2 = Patch - Silver - Around Chimney

4-I = Drywall - Room by Back Door
4-2 = Drywall - Kitchen
4-3 = Drywall - Living Room

5-1 = Linoleum - Bathroom
5-2 = Linoleum - Bathroom
5-3 = Linoleum - Bathroom

1
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APPENDIX B

LICENSING
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- Use of EPA-accredited laboratories that participate in the National
Voluntary Laboratory Accreditation Program (NVLAP) sponsored by to
National Institute of Standards and Technology for asbestos testing.

V. Results of Investigation

In accordance with the Environmental Protection Agency (EPA), any
construction material containing more than one percent asbestos by weight is
considered an Asbestos Containing Material (ACM). In addition, according to
policies developed for schools, by the EPA, a homogenous material is
considered to contain asbestos, when asbestos is detected in one or more
samples of the subject material.

Table 1 - summarizes the homogenous areas inspected and sampled and presents the
laboratory results.

Table 2 - summarizes the asbestos containing material

Notes from inspector:

In conclusion, seven samples came back positive for asbestos which were for the
Silver Tar Paper Coating on Roof, Drywall and Roof on Garage.

4-1 through 4-2 - Silver Tar Paper Coating on Roof- 2%. All silver tar paper
coating on roof should be considered Category 1. Use OSHA and ADEQ
guidelines.

7-1 through 7-3 - Drywall - <1%. All drywall should be considered Category 1.
Use OSHA and ADEQ guidelines.

9-1 through 9-2 - Roof on Garage - 2%. The whole roof on garage should be
considered Category 1. Use OSHA and ADEQ guidelines.

S

hLac
AHERA Building Inspector
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- Use of EPA-accredited laboratories that participate in the National
Voluntary Laboratory Accreditation Program (NVLAP) sponsored by to
National Institute of Standards and Technology for asbestos testing.

V. Results of Investigation

In accordance with the Environmental Protection Agency (EPA), any
construction material containing more than one percent asbestos by weight is
considered an Asbestos Containing Material (ACM). In addition, according to
policies developed for schools, by the EPA, a homogenous material is
considered to contain asbestos, when asbestos is detected in one or more
samples of the subject material.

Table 1 - summarizes the homogenous areas inspected and sampled and presents the
laboratory results.

Table 2 - summarizes the asbestos containing material

Notes from inspector:

In conclusion, seven samples came back positive for asbestos which were for the
Silver Tar Paper Coating on Roof, Drywall and Roof on Garage.

4-1 through 4-2 - Silver Tar Paper Coating on Roof- 2%. All silver tar paper
coating on roof should be considered Category 1. Use OSRA and ADEQ
guidelines.

7-1 through 7-3 - Drywall - <1%. All drywall should be considered Category 1.
Use OSHA and ADEQ guidelines.

9-1 through 9-2 - Roof on Garage - 2%. The whole roof on garage should be
considered Category 1. Use OSHA and ADEQ guidelines.

Rob Lackey
AHERA Building Inspector
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